








AC Output

PowerOcean Integration

Charging Mode
(on EcoFlow APP)

Solar Mode

Fast Charging

Scheduled Mode

Smart Mode

Solar Mode

Fast Charging

Scheduled Mode

Startup method
EcoFlow App

Plug in the charger

EcoFlow App

RFID card

Plug in the charger

Yes Yes

Dynamic Tariff Not Supported Supported

Dimensions (W x D x H) Approx. 283x178x99 mm Approx.  333x226x145 mm

Weight Approx. 3.3 kg Approximately 3.5 kg

Warranty 3-year 3-year

Operation environment Outdoor/Indoor Outdoor/Indoor

Connectivity EcoFlow APP
EcoFlow APP

RFID card

Max. 3.7kW (single-phase) / 11kW (three-phase) Max. 7.4kW (single-phase) / 22kW (three-phase)

PowerPulse 1 PowerPulse 2

*All specifications and descriptions shown may differ from the actual specification of the product. EcoFlow reserves the right to make changes and amendments 
to the product shown and described here at any time without prior notice of such change. All functionality, features, specifications, design and other product 
information displayed in this webpage including, but not limited to, components, performance, availability, and capabilities of the product are subject to change 
without notice. The contents and simulated images within the screen are for demonstration purposes only.

PowerPulse 2: What's Changed



Follow Us: 

Contact Us: 
Web: https://homebattery.ecoflow.com/eu

Service: solutionservice.eu@ecoflow.com

Facebook/Youtube/Instagram: @ecoflowtech

LinkedIn: @EcoFlow


